
MODEL NO. / DESCRIPTION

IRRIGATION  MATERIAL  LEGEND

FQ T H

SYMBOL

MANUFACT. DETAILRADIUSPSIGPM

PLACE BELOW ALL PAVING, HARDSCAPE ETC. AND AS DIRECTED BY OWNER'S AUTHORIZED REPRESENTATIVE.

PVC PIPE SCH. 40 AS SLEEVING, 2.5 TIMES THE DIAMETER OF PIPE OR WIRE BUNDLE CARRIED

P7296D - (2)14 AWG/2C (4 WIRES TOTAL) IRRIGATION COMMUNICATION WIRE INSTALLED WITHIN 1" CONDUIT (U.L. APPROVED) AT 8" BELOW FINISHED

HCP-100 HAND HELD DECODER PROGRAMMER TO BE HANDED OVER TO CITY UPON COMPLETION OF MAINTENANCE PERIOD.

120 VOLT ELECTRICAL POWER, PROVIDED BY ELECTRICIAN, VERIFY ACTUAL LOCATION IN FIELD

AS APPROVED

N/A

TUCOR

PAIGE

D

N/A

HYDROMETER MODEL LHMXTG1-MEL-NO MASTER CONTROL VALVE & FLOW METER, WIRE TO NEW CONTROLLER. REFER TO PLAN FOR SIZE.  

IRRIGATION POINT OF CONNECTION, VERIFY SIZE, LOCATION AND STATIC WATER PRESSURE IN FIELD

NETAFIM

P.O.C.

WEATHERTRAK/

A

N/A

B

D,E,F

NO SYMBOL N/A

EXISTING MAINLINE SHOWN FOR REFERENCE ONLY, TO BE PROTECTED IN PLACE, REPAIR ANY DAMAGE DUE TO CONSTRUCTIONAS APPROVED N/A

VALVE BOXES, SIZE PER EQUIPMENT LEGEND, WITH T-COVER LIDS AND CAPTIVE BOLT AND LOC-KIT.  FOR ROUND FLUSH VALES

AND AIR RELIEF VALVES USE MODEL 708, 10" ROUND SHALL BE MODEL 910, 12" STANDARD RECT. SHALL BE MODEL 1419, 12"

JUMBO RECT. SHALL BE MODEL 1220, SUPER JUMBO SHALL BE MODEL 1324, AND SUPER JUMBO XL SHALL BE MODEL 1730.

VALVE BOXES SHALL HAVE GREEN HDPE BODY AND GREEN LIDS IN TURF, GREEN LIDS IN SHRUB BEDS, AND TAN LIDS IN ROCK

MULCH.  FOR USE IN NON-VEHICULAR TRAFFIC SITUATIONS ONLY.  DO NOT INSTALL IN CONCRETE OR ASPHALT.

NO SYMBOL CARSON

N/A

PR (TRI.)

WTPRO3S-C-XX-CWM/CIM-PRO3C-1248-2Y-HSRSE-MC WEATHERTRAK ET PRO2 CONTROLLER, SIZE AS SHOWN, 

INSTALLED WITHIN STAINLESS STEEL ENCLOSURE WALL MOUNT ENCLOSURE. REFER TO IRRIGATION PLAN SHEETS FOR 

CONTROLLER STATION COUNT. CONTACT ERIK ANDERSON AT HYDROSCAPE PRODUCTS TECHNICAL SERVICES 949-285-4048

WEATHERTRAK/ CHS16WTPRO3S-C-XX-S/CIM-PRO3C-1248-2Y-HSRSE-MC WEATHERTRAK ET PRO2 CONTROLLER, SIZE AS SHOWN, 

INSTALLED WITHIN STAINLESS STEEL ENCLOSURE PEDESTAL ENCLOSURE. REFER TO IRRIGATION PLAN SHEETS FOR 

HYDROSCAPE

CONTROLLER STATION COUNT. CONTACT ERIK ANDERSON AT HYDROSCAPE PRODUCTS TECHNICAL SERVICES 949-285-4048

RAIN MASTER/ BRF-EGPXXI-RME/1YR EAGLE i PLUS CONTROLLER WITH INTERNET COMMUNICATIONS CARD (i CENTRAL), SIZE AS SHOWN, 

INSTALLED WITHIN STAINLESS STEEL ENCLOSURE WALL MOUNT ENCLOSURE. REFER TO IRRIGATION PLAN SHEETS FOR 

J.D.G.T.

CONTROLLER STATION COUNT. CONTACT JOHN ROSS AT JOHN DEERE GREEN TECH AT 714-585-9352

HYDROSCAPE

BID ALTERNATE:

RAIN MASTER/ CRF6-RM2-XXI-RME/1YR EAGLE i PLUS CONTROLLER WITH INTERNET COMMUNICATIONS CARD (i CENTRAL), SIZE AS SHOWN, 

INSTALLED WITHIN STAINLESS STEEL ENCLOSURE PEDESTAL ENCLOSURE. REFER TO IRRIGATION PLAN SHEETS FOR 

J.D.G.T.

CONTROLLER STATION COUNT. CONTACT JOHN ROSS AT JOHN DEERE GREEN TECH AT 714-585-9352

BID ALTERNATE:

ALL HARDSCAPE ON-SITE IS EXISTING. CONTRACTOR SHALL SAWCUT EXISTING PAVING  AS NEEDED AND RETURN TO ORIGINAL CONDITION.

CUTTING OF RUBBERIZED PLAY SURFACES IS NOT ALLOWED.

N/ATHE CONTROLLER ASSEMBLIES LISTED ABOVE ARE SPECIFIED WITH THREE (3) YEARS OF SERVICE. PROVIDE A BID ALTERNATE

FOR FOR EACH ASSEMBLY LISTED ABOVE FOR A SERVICE OPTION OF FIVE (5) YEARS AND ALSO A SERVICE OPTION FOR TEN (10) YEARS.

BID ALTERNATE:

TRENCHES WITHIN TURF AREAS SHALL BE RE-SEEDED WITH SEED MIXES APPROVED BY THE CITY OF TORRANCEAS APPROVEDNO SYMBOL N/A

 GRADE 12" BELOW PAVING.  REVIEW WIRE PATH WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO TRENCHING. OWNER'S AUTHORIZED

 REPRESENTATIVE SHALL BE PRESENT DURING WIRE TRENCING PROCESS.

HYDROMETER MODEL 3D-6-HM-RS-NO-X FLOW ASSEMBLY INCLUDES THE 3D-6, 3DSD-100 SENSOR DECODER, HYDROMETER WITHTUCOR A,B,C

SWITCH REGISTER / N.O. MASTER VALVE AND (2) PRE-PROGRAMMED 3DLD-050 DECODERS FOR MASTER AND SUPPORT VALVES

IF EXISTING MAINLINE IS LARGER THAN 3" CONTRACTOR SHALL CONTACT IRRIGATION CONSULTANT PRIOR TO INSTALLATION

REFER TO PLAN FOR SIZE. IF EXISTING MAINLINE IS LARGER THAN 3" CONTRACTOR SHALL CONTACT IRRIGATION CONSULTANT

PRIOR TO INSTALLATION 

EXISTING EEXISTING REMOTE CONTROL VALVE TO BE CONVERTED TO A 2-WIRE DECODER VALVE

DBR/Y-6 DIRECT BURIAL WATER-PROOF WIRE CONNECTORS FOR USE ON ALL WIRE CONNECTIONS (U.L. APPROVED)3MNO SYMBOL F

IRRIGATION CONTROL WIRE #14UF AWG DIRECT BURIAL (U.L. APPROVED)PAIGE D,E,F

227-2600

TWO WORKING DAYS BEFORE YOU DIG

Underground Service Alert

1-800

Call: TOLL FREE

"CAUTION": Remember that the USA Center notifies only those utilities

belonging to the center. There could be other utilities present at the

work site. The center will inform you of whom they will notify.
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Murrieta, California · Austin, Texas

Ft. Lauderdale, Florida

SECTION VIEW - N.T.S.

48"

12"

SECTION VIEW - N.T.S.

SECTION VIEW - N.T.S.

DIMENSION

1 1/2" TO 6" IN SIZE

D

36"

A

24"

C

12"

B

D DD

C

A

B

4"

D

C I T Y  P A R K S  C E N T R A L  C O N T R O L

CLIENT

CITY OF TORRANCE

3031 TORRANCE BLVD.

TORRANCE, CA 90503

PH. 310.781.7162

FX. 310.781.7199

CONTACT: JOHN LANDIS

MICHAEL SIMONEAU

CONTACTS:

SHEET INDEX:

I R R I G A T I O N  R E T R O F I T

C I T Y  O F  T O R R A N C E ,  C A

I

RED

BLUE

BLACK

BLACK

C

D

RED

BLUE

SECTION VIEW - N.T.S.

IRRIGATION CONSULTANT

SWEENEY AND ASSOCIATAES

321 N. RAMPART STREET, SUITE 209

ORANGE, CA *92868

PH. 714.938.0456

CONTACT: CHRIS CURRY

KIT SHALL INCLUDE A SCOTCHLOK Y SPRING CONNECTOR, A POLYPROPYLENE TUBE AND A 

WATERPROOF SEALING GEL.  TUBE SHALL BE SUPPLIED PREFILLED WITH GEL.

WIRE CONNECTOR SHALL BE A 3M DBR/Y-6 DIRECT BURY SPLICE KIT (U.L. APPROVED).

NOTE:

INSERTED INTO TUBE UNTIL THE

SCOTCHLOK CONNECTOR AND WIRES

CONNECTOR PASSES LOCK TABS

WATERPROOF GEL

POLY TUBE PRE-FILLED WITH

ONCE CONNECTOR IS INSERTED

LOCK TABS PREVENT WIRE REMOVAL 

SCOTCHLOK ELECTRICAL SPRING

CONNECTOR.  WIRES SHALL BE

PRE-STRIPPED OF 1/2" OF THE 

INSULATION PRIOR TO INSERTION 

CONNECTOR ONTO WIRES TO 

INTO THE CONNECTIOR.  TWIST 

SEAT FIRMLY.

IS INSERTED INTO TUBE

WIRES PASS THROUGH GROOVES IN

TUBE LID TO ALLOW LID TO CLOSE

CLOSE TUBE LID AFTER WIRE

LOW VOLTAGE WIRES, 3 MAXIMUM

DIRECT BURY SPLICE KIT SHALL BE USED TO ELECTRICALLY CONNECT 2 - 3 #14 OR 

2 #12 PRE-STRIPPED COPPER WIRES.  LARGER WIRES OR GREATER QUANTITIES OF 

WIRES SHALL REQUIRE A LARGER APPROVED WIRE CONNECTION.
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POINT OF CONNECTION;

REFER TO NOTE 'A' AT RIGHT
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CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

N

VICINITY MAP

SCALE: N.T.S.
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CONTROLLER LOCATION;

REFER TO NOTE 'B' AT RIGHT

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM OF

FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING WORK.  IF

ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND TO BE

DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE FIELD,

IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT.

NOTE B:

CONTROLLER SHALL BE A 24 STATION CONTROLLER INSTALLED IN A STAINLESS STEEL

WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL #). FINAL

LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH

OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

N

IRRIGATION PLAN

SCALE: 1" = 16'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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CONTROLLER "C" LOCATION;

REFER TO NOTE 'B' BELOW

NOTE 4:

EXISTING CONTROLLER  TO BE

REMOVED. RUN 36 CONTROL

WIRES AND ONE COMMON WIRE

FROM NEW CONTROLLER 'B' TO

THIS LOCATION. DISCONNECT

EXISTING CONTROL WIRES FROM

EXISTING CONTROLLER AND

CONNECT TO NEW WIRES FROM

CONTROLLER 'B' FOR THE

CONTINUED USE OF EXISTING

IRRIGATION CONTROL VALVES.

INSTALL WIRE CONNECTIONS

WITHIN A 10" ROUND SPLICE BOX.

CONTROLLER "A" LOCATION;

REFER TO NOTE 'B' BELOW

1 8 6 T H   S T

CONTROLLERS "D" & "E"

LOCATION;

REFER TO NOTE 'B' BELOW

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE OWNER'S

AUTHORIZED REPRESENTATIVE. CONTRACTOR SHALL REMOVE THE FOUR EXISTING

CONTROLLERS SOLAR CONTROLLERS AT THE LOCATIONS SHOWN ON THE PLAN AND

TURN OVER THE CITY. NEW CONTROLLERS "A & B" SHALL BE A 48 STATION

CONTROLLERS INSTALLED IN STAINLESS STEEL PEDESTAL ENCLOSURES  (SEE LEGEND

FOR MODEL #).  CONTROLLER "C" SHALL BE A NEW 24 STATION CONTROLLER INSTALLED

IN A STAINLESS STEEL PEDESTAL ENCLOSURE. CONTRACTOR SHALL ALSO REMOVE

THE FOUR (4) EXISTING CONTROLLERS WITHIN THE BUILDING AND REPLACE WITH NEW

CONTROLLERS "D & E". CONTROLLERS "D & E" SHALL BE NEW 48 STATION

CONTROLLERS INSTALLED IN A STAINLESS STEEL WALL MOUNTED ENCLOSURES WITHIN

BUILDING (SEE LEGEND FOR MODEL #).  FINAL LOCATION OF CONTROLLER AND

ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE

PRIOR TO STARTING WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

1 9 0 T H   S T

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

N

IRRIGATION PLAN

SCALE: 1/64" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

NOTE 3:

EXISTING SOLAR CONTROLLER

TO BE REMOVED. RUN 6

CONTROL WIRES AND ONE

COMMON WIRE FROM NEW

CONTROLLER 'B' TO THIS

LOCATION. DISCONNECT

EXISTING CONTROL WIRES

FROM EXISTING CONTROLLER

AND CONNECT TO NEW WIRES

FROM CONTROLLER 'B' FOR

THE CONTINUED USE OF

EXISTING IRRIGATION

CONTROL VALVES. INSTALL

WIRE CONNECTIONS WITHIN A

10" ROUND SPLICE BOX.

NOTE 2:

EXISTING SOLAR CONTROLLER

TO BE REMOVED. RUN 6

CONTROL WIRES AND ONE

COMMON WIRE FROM NEW

CONTROLLER 'A' TO THIS

LOCATION. DISCONNECT

EXISTING CONTROL WIRES

FROM EXISTING CONTROLLER

AND CONNECT TO NEW WIRES

FROM CONTROLLER 'A' FOR

THE CONTINUED USE OF

EXISTING IRRIGATION

CONTROL VALVES. INSTALL

WIRE CONNECTIONS WITHIN A

10" ROUND SPLICE BOX.

NOTE 1:

EXISTING SOLAR CONTROLLER

TO BE REMOVED. RUN 8

CONTROL WIRES AND ONE

COMMON WIRE FROM NEW

CONTROLLER 'A' TO THIS

LOCATION. DISCONNECT

EXISTING CONTROL WIRES

FROM EXISTING CONTROLLER

AND CONNECT TO NEW WIRES

FROM CONTROLLER 'A' FOR

THE CONTINUED USE OF

EXISTING IRRIGATION

CONTROL VALVES. INSTALL

WIRE CONNECTIONS WITHIN A

10" ROUND SPLICE BOX.

CONTROLLER "B" LOCATION;

REFER TO NOTE 'B' BELOW

IRRIGATION CONTROL WIRE RUN;

REFER TO NOTE 1 AT LEFT

IRRIGATION CONTROL WIRE RUN;

REFER TO NOTE 2  BELOW

IRRIGATION CONTROL WIRE RUN;

REFER TO NOTE 3  BELOW

IRRIGATION CONTROL WIRE RUN;

REFER TO NOTE 4  BELOW

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL

VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION;

REFER TO LEGEND

NOTE C:

COLUMBIA PARK HAS A COPPER MESH GROUNDING SYSTEM THROUGHOUT THE ENTIRE

WEST SIDE OF THE PARK. CONTRACTOR SHALL CONTACT CBS FOR INFORMATION AND

INSTRUCTIONS REGARDING TRENCHING/BORING AT THE WEST SIDE OF THE PARK.

CONTRACTOR MUST STAY OFF

RENOVATED SOCCER FIELDS - TYPICAL

CONTRACTOR MUST STAY OFF

RENOVATED SOCCER FIELDS - TYPICAL.
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM OF

FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING WORK.  IF

ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND TO BE

DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE FIELD,

IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE OWNER'S

AUTHORIZED REPRESENTATIVE. CONTROLLER "C" SHALL BE A NEW 24 STATION

CONTROLLER INSTALLED IN A STAINLESS STEEL PEDESTAL ENCLOSURE. CONTRACTOR

SHALL ALSO REMOVE THE FOUR (4) EXISTING CONTROLLERS WITHIN THE BUILDING AND

REPLACE WITH NEW CONTROLLERS "D & E". CONTROLLERS "D & E" SHALL BE NEW 48

STATION CONTROLLERS INSTALLED IN A STAINLESS STEEL WALL MOUNTED

ENCLOSURES WITHIN BUILDING (SEE LEGEND FOR MODEL #).  FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

CONTROLLER "C" LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

1 9 0 T H   S T
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POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED

OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM

THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT

WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE

OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT

LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

CONTROLLERS "D & E" LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

N

IRRIGATION PLAN

SCALE: 1/64" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL

VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLERS 'A' & 'B'

SHALL BE REPLACED WITH A NEW 48 STATION & A NEW 24 STATION CONTROLLER

INSTALLED IN STAINLESS STEEL PEDESTAL MOUNTED ENCLOSURES (SEE

LEGEND FOR MODEL #). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC

SHALL BE CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO

STARTING WORK.

CONTROLLER 'A' & 'B'  LOCATIONS;

REFER TO NOTE 'B' BELOW

POC LOCATION;

REFER TO NOTE 'A' AT BELOW

CONNECT TO EXISTING

MAINLINE AT THIS

APPROXIMATE LOCATION

W
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1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS

FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN

THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. CONTRACTOR SHALL REPLACE

EXISTING CONTROLLER 'A' WITH A NEW 48 STATION CONTROLLER INSTALLED IN

A STAINLESS STEEL PEDESTAL MOUNTED ENCLOSURE (SEE LEGEND FOR MODEL

#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE

CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING

WORK.

CONTROLLER 'A' LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

POC LOCATION;

REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING

MAINLINE AT THIS

APPROXIMATE LOCATION
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1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1" = 16'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL

VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION

WITH OWNER'S AUTHORIZED

REPRESENTATIVE.
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM OF

FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE FIELD,

IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS STEEL

PEDESTAL MOUNT ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

POINT OF CONNECTION;

REFER TO NOTE 'A' RIGHT

CONTROLLER LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

N

IRRIGATION PLAN

SCALE: 1" = 16'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS

FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN

THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISINTG CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL MOUNTED ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL

LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH

OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

CONTROLLER LOCATION;

REFER TO NOTE 'B' AT RIGHT

POC LOCATION;

REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING

MAINLINE AT THIS

APPROXIMATE LOCATION
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1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1" = 16'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL VALVE

(RCV) PER MANUFACTURERS

RECOMMENDATIONS. FIELD VERIFY

ACTUAL RCV LOCATION WITH

OWNER'S AUTHORIZED

REPRESENTATIVE;

REFER TO LEGEND
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REFER TO NOTE 'B' BELOW
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 36 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR SIZE &

TYPE). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE

CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING

WORK.

POC LOCATION; REFER TO NOTE 'A' AT LEFT

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL

VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION

WITH OWNER'S AUTHORIZED

REPRESENTATIVE;

REFER TO LEGEND.
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETERS SHALL BE 2" IN SIZE AND BE INSTALLED

UPSTREAM OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR

TO STARTING WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE

DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION

GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND

IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER 'A' & 'B' SHALL

BOTH BE REPLACED WITH NEW 24 STATION CONTROLLERS INSTALLED IN

STAINLESS STEEL PEDESTAL MOUNTED ENCLOSURES (SEE LEGEND FOR MODEL

#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE

CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING

WORK.

CONTROLLER 'B' LOCATION;

REFER TO NOTE 'B' BELOW

POC LOCATION;

REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING

MAINLINE AT THIS

APPROXIMATE LOCATION
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CONTROLLER 'A' LOCATION;

REFER TO NOTE 'B' AT RIGHT

POC LOCATION;

REFER TO NOTE 'A' ABOVE RIGHT

CONNECT TO EXISTING

MAINLINE AT THIS

APPROXIMATE LOCATION

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED

OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM

THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON

THE PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST

THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE

OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER

OF THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING

THE CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT

LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES
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SCALE: N.T.S.

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

MATCHLINE SEE ABOVE RIGHT

MATCHLINE SEE BELOW
 LEFT
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POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION
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CONTROLLER "B" LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETERS SHALL BE 2" IN SIZE AND BE INSTALLED

UPSTREAM OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR

TO STARTING WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE

DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION

GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND

IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLERS "A" & "B"

SHALL BE REPLACED WITH NEW 24 STATION CONTROLLERS INSTALLED IN

STAINLESS STEEL WALL MOUNTED ENCLOSURES WITHIN BUILDING (SEE LEGEND

FOR MODEL #'s). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL

BE CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO

STARTING WORK.

CONTROLLER "A" LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

P A C I F I C  C O A S T  H W Y

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES
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VICINITY MAP

SCALE: N.T.S.

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL

VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION

WITH OWNER'S AUTHORIZED

REPRESENTATIVE;

REFER TO LEGEND.

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL

VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION

WITH OWNER'S AUTHORIZED

REPRESENTATIVE;

REFER TO LEGEND.
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW  24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL MOUNT ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL

LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH

OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW

CONTROLLER LOCATION;

REFER TO NOTE 'B' BELOW

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION
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T O W E R S    S T R E E T

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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CONTROLLER "B" LOCATION;

REFER TO NOTE 'B' AT RIGHT

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING SOLAR CONTROLLER "A"

SHALL BE REMOVED. EXISTING CONTROLLER "B" SHALL BE REPLACED WITH NEW

24 STATION CONTROLLERS INSTALLED IN STAINLESS STEEL PEDESTAL

ENCLOSURES (SEE LEGEND FOR MODEL #'s). CONTROLLER "C" SHALL BE A 24

STATION CONTROLLER INSTALLED IN A STAINLESS STEEL WALL MOUNTED

ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF CONTROLLERS

AND ELECTRICAL POC's SHALL BE CONFIRMED WITH OWNER'S AUTHORIZED

REPRESENTATIVE PRIOR TO STARTING WORK.
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S O N O M A   S T R E E T

E L D O R D O    S T R E E T

CONTROLLER "C" LOCATION;

REFER TO NOTE 'B' AT RIGHT

EXISTING SOLAR CONTROLLER TO

BE REMOVED. THE FOUR (4)

EXISTING VALVES CONNECTED TO

THIS SOLAR CONTROLLER SHALL

BE WIRED TO NEW 2-WIRE PATH

AS SHOWN ON THE PLAN. FIELD

VERIFY ACTUAL RCV LOCATIONS

WITH OWNER'S AUTHORIZED

REPRESENATATIVE.

POINT OF CONNECTION;

REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE

CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD

CONDITIONS SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR

ARCHITECTURAL PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO

PERFORM THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON

THE PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST

THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY

THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER

OF THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO

BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE

THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON

THE SLEEVING DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE

PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING

THE CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS

SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR

PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS

MADE TO COMPLY WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

START OF NEW 2-WIRE PATH AT

EXISTING REMOTE CONTROL

VALVE CURRENTLY CONNECTED

TO  "C" CONTROLLER.

FIELD VERIFY ACTUAL RCV

LOCATION WITH OWNER'S

AUTHORIZED REPRESENTATIVE;

REFER TO LEGEND

EXISTING VALVES

CURRENLY CONNECTED TO

EXISTING SOLAR

CONTROLLER.

EXISTING VALVES

CURRENLY CONNECTED TO

EXISTING SOLAR

CONTROLLER.
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PROJECT LOCATION

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

G R A M E R C Y   P L A C E

CONTROLLER "A" LOCATION;

REFER TO NOTE 'B' BELOW

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETERS SHALL BE 2" IN SIZE AND BE INSTALLED

UPSTREAM OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR

TO STARTING WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE

DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION

GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND

IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER "A" SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL

#). EXISTING CONTROLLER "B" SHALL BE REPLACED WITH A NEW 24 STATION

CONTROLLER INSTALLED IN A STAINLESS STEEL PEDESTAL ENCLOSURE. FINAL

LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH

OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

CONTROLLER "B" LOCATION;

REFER TO NOTE 'B' BELOW

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW
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POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT
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CONTROLLER LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL

#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE

CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING

WORK.
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1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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PROJECT

LOCATION

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONTROLLER LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV..  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO

STARTING WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE

DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION

GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND

IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISITING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL ENCLOSURE WITHIN (SEE LEGEND FOR MODEL #). FINAL

LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH

OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/16" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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PROJECT LOCATION

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONTROLLER LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

1 8 6 T H  S T

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL ENCLOSURE WITHIN (SEE LEGEND FOR MODEL #). FINAL

LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH

OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.
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IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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PROJECT

LOCATION

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONTROLLER LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 3/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETERS SHALL BE 2" IN SIZE AND BE INSTALLED

UPSTREAM OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR

TO STARTING WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE

DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION

GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND

IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 48 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL

#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE

CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING

WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' RIGHT

CONTROLLER LOCATION;

REFER TO NOTE 'B' RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING

OR RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED

INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS

SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND

ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE OWNER'S

REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR

ARCHITECTURAL PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO

PERFORM THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS

FOR DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN

ON THE PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS

EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED.

ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE

OWNER'S REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION

CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES

DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY

AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE

DIAMETER OF THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER

PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM

DEPTH AS SHOWN ON THE SLEEVING DETAILS.  SLEEVES TO EXTEND AT LEAST

12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR

GROUNDING THE CONTROLLER AND RELATED EQUIPMENT PER

MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND

NECESSARY ADJUSTMENTS MADE TO COMPLY WITH MANUFACTURER

SPECIFICATIONS.
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POINT OF CONNECTION;

REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

POINT OF CONNECTION;

REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION
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PROJECT

LOCATION

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED

OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM

THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT

WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE

OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT

LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETERS SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM OF

FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING WORK.  IF

ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND TO BE

DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE FIELD,

IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE OWNER'S

AUTHORIZED REPRESENTATIVE.

-CONTRACTOR SHALL REMOVE THE ONE (1) EXISTING CONTROLLER WITHIN THE

BUILDING AND REPLACE WITH NEW CONTROLLER "A". CONTROLLER "A" SHALL BE A 48

STATION CONTROLLER INSTALLED IN STAINLESS STEEL WALL MOUNTED ENCLOSURE

WITHIN BUILDING (SEE LEGEND FOR MODEL #).

FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH

OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

CONTROLLER "A" LOCATION;

REFER TO NOTE 'B' AT RIGHT

WIRE HYDROMETER TO

NEAREST EXISTING REMOTE

CONTROL VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION

WITH OWNER'S AUTHORIZED

REPRESENTATIVE;

REFER TO LEGEND

WIRE HYDROMETER TO

NEAREST EXISTING REMOTE

CONTROL VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION

WITH OWNER'S AUTHORIZED

REPRESENTATIVE;

REFER TO LEGEND
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CONTROLLER "B" LOCATION;

REFER TO NOTE 'B' AT RIGHT

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION
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MATCHLINE SEE SHEET 20

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED

OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM

THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT

WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE

OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT

LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETERS SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM OF

FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING WORK.  IF

ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND TO BE

DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE FIELD,

IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE OWNER'S

AUTHORIZED REPRESENTATIVE.

-CONTRACTOR SHALL REMOVE THE ONE (1) EXISTING CONTROLLER AND REPLACE

WITHIN THE BUILDING AND REPLACE WITH NEW CONTROLLER "B". CONTROLLER "B"

SHALL BE A 48 STATION CONTROLLER INSTALLED IN STAINLESS STEEL PEDESTAL

ENCLOSURE  (SEE LEGEND FOR MODEL #).

FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH

OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL

VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION

WITH OWNER'S AUTHORIZED

REPRESENTATIVE;

REFER TO LEGEND
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PROJECT

LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' RIGHT

CONTROLLER LOCATION;

REFER TO NOTE 'B' RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION
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1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED

OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM

THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT

WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE

OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT

LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL

VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION

WITH OWNER'S AUTHORIZED

REPRESENTATIVE;

REFER TO LEGEND
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PROJECT

LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION
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1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A

PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED OUT BY THE

CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES

AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES

AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE ONLY.  ANY DISCREPANCIES

BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE

OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS

BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE

WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN

CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE

NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH CONDITIONS SHALL

BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE PRIOR TO ANY WORK

OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR

SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND STATE

REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE

PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN

A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.  ALL SLEEVES TO

BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING DETAILS.  SLEEVES TO

EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY

AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT LEAST ONCE

ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH MANUFACTURER

SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

CONTROLLER LOCATION;

REFER TO NOTE 'B' RIGHT
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PROJECT

LOCATION

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

A R T E S I A  B L V D

CONTROLLER "A" LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND MADE

A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED OUT BY

THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE

WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN

CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE

NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH CONDITIONS SHALL

BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE PRIOR TO ANY

WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY

FIELD CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR

SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND STATE

REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT LEAST

ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

A

Murrieta, California · Austin, Texas

Ft. Lauderdale, Florida

CONTROLLER "B" LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

CONTROLLER "C" LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. CONTRACTOR SHALL REMOVE THE

TWO EXISTING CONTROLLERS WITHIN THE BUILDING AND REPLACE WITH ONE

NEW CONTROLLER "A". CONTROLLER "A" SHALL BE A 48 STATION CONTROLLER

INSTALLED IN STAINLESS STEEL WALL MOUNTED ENCLOSURE  (SEE LEGEND FOR

MODEL #). CONTRACTOR SHALL REMOVE THE EXISTING WALL MOUNTED

CONTROLLER AND REPLACE WITH NEW CONTROLLER "B". CONTROLLER "B"

SHALL BE A 24 STATION CONTROLLER INSTALLED IN STAINLESS STEEL WALL

MOUNTED ENCLOSURE  (SEE LEGEND FOR MODEL #). CONTRACTOR SHALL

REMOVE THE EXISTING CONTROLLER INSTALLED WITHIN A STAINLESS STEEL

PEDESTAL ENCLOSURE AND REPLACE WITH NEW CONTROLLER "C". NEW

CONTROLLER "C" SHALL BE A 24 STATION CONTROLLER INSTALLED IN STAINLESS

STEEL PEDESTAL ENCLOSURE  (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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PROJECT

LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION
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A

CONTROLLER LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING

OR RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED

INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS

SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND

ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE OWNER'S

REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR

ARCHITECTURAL PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO

PERFORM THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS

FOR DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN

ON THE PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS

EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED.

ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE

OWNER'S REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION

CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES

DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY

AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE

DIAMETER OF THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER

PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM

DEPTH AS SHOWN ON THE SLEEVING DETAILS.  SLEEVES TO EXTEND AT LEAST

12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR

GROUNDING THE CONTROLLER AND RELATED EQUIPMENT PER

MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND

NECESSARY ADJUSTMENTS MADE TO COMPLY WITH MANUFACTURER

SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/16" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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PROJECT

LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

CONTROLLER LOCATION;

REFER TO NOTE 'B' AT RIGHT

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE

CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL

FIELD CONDITIONS SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR

ARCHITECTURAL PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO

PERFORM THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON

THE PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST

THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY

THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE

DIAMETER OF THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED

AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL

WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS

SHOWN ON THE SLEEVING DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE

EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING

THE CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS

SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR

PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS

MADE TO COMPLY WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/16" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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PROJECT

LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

THE EXISTING CONTROLLER SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL

#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE

CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING

WORK.

L E E    S T

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

CONTROLLER LOCATION;

REFER TO NOTE 'B' BELOW LEFT

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 3/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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PROJECT

LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE.  EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

1 8 0 t h   S T.

CONTROLLER LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/8" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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PROJECT

LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

EXISTING CONTROLLER SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL WALL MOUNTED ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL

LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH

OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

CONTROLLER LOCATION;

REFER TO NOTE 'B' AT RIGHT

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED

OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM

THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT

WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE

OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT

LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/8" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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PROJECT

LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

EXISTING CONTROLLER SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL WALL MOUNTED ENCLOSURE ON EXTERIOR OF BUILDING (SEE LEGEND

FOR MODEL #). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL

BE CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO

STARTING WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

CONTROLLER LOCATION;

REFER TO NOTE 'B' BELOW RIGHT

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND MADE

A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED OUT BY

THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE

WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN

CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE

NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH CONDITIONS

SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE PRIOR TO

ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR

ANY FIELD CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT LEAST

ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

D E L  A M O  B L V D

N

IRRIGATION PLAN

SCALE: 1/8" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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PROJECT

LOCATION

N

VICINITY MAP

SCALE: N.T.S.

CONTROLLER LOCATION;

REFER TO NOTE 'B' BELOW

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

EXISTING CONTROLLER SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 3/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

PALO
S VERDES BLVD
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231ST ST

PROJECT

LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

CONTROLLER SHALL BE A 24 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' ABOVE RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

A
 
N
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CONTROLLER LOCATION;

REFER TO NOTE 'B' RIGHT

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED

OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM

THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT

WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE

OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT

LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/16" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL

VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION

WITH OWNER'S AUTHORIZED

REPRESENTATIVE;

REFER TO LEGEND
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PROJECT

LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

EXISTING CONTROLLER SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 48 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

R E D
  B

 E A M
  A

 V E

CONTROLLER LOCATION;

REFER TO NOTE 'B' RIGHT
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1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A

PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED OUT BY THE

CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES

AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES

AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE ONLY.  ANY DISCREPANCIES

BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE

OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS

BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE

WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN

CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE

NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH CONDITIONS SHALL BE

BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE PRIOR TO ANY WORK OR

THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR

SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS

FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE

PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN

A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE

INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING DETAILS.  SLEEVES TO

EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY

AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT LEAST ONCE

ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH MANUFACTURER

SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING
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PROJECT

LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV.  VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE

REPLACED WITH A NEW 48 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL

#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE

CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING

WORK.

POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

W  2 3 7 T H   S T

CONTROLLER LOCATION;

REFER TO NOTE 'B' RIGHT

E
 
S

 
H

 
E

 
L
 
M

 
A

 
N

 
 
A

 
V

 
E

2 3 6 T H   S T

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE

COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE

APPROXIMATE ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING

WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS

IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE

PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD

CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.  CONTRACTOR SHALL BE  RESPONSIBLE

TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE

LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO

EASILY PULL WIRE THROUGH.  ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

WITH MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING



A

Murrieta, California · Austin, Texas

Ft. Lauderdale, Florida

N

VICINITY MAP

SCALE: N.T.S.

S

E

P

U

L

V

E

D

A

 

B

L

V

D

A

R

L

I
N

G

T

O

N

 
A

V

E

P

L

A

Z

A

 
D

E

L

 
A

M

O

W
E

S
T

E
R

N
 
A

V
E

C
R

E
N

S
H

A
W

 
B

L
V

D

C

A

B

R

I
L

L

O

 
A

V

E

P
E

N
N

S
Y

L
V

A
N

I
A

 
A

V
E

S

A

N

T

A

 
F

E

 
A

V

E

A

N

D

R

E

O

 
A

V

E

G

R

A

M

E

R

C

Y

 
A

V

E

O

R

A

N

G

E

 
A

V

E

PROJECT

LOCATION

CONTROLLER "B" LOCATION;

REFER TO NOTE 'B' RIGHT

CONTROLLER "A" LOCATION;

REFER TO NOTE 'B' RIGHT

POINT OF CONNECTION;

REFER TO NOTE 'A' ABOVE RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

S

 

A

 

N

 

T

 

A

 

 

F

 

E

 

 

A

 

V

 

E

C

 
R

 
E

 
N

 
S

 
H

 
A

 
W

 
 
B

 
L

 
V

 
D

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED

OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM

THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT

WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE

OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING

THE CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT

LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER "A" SHALL BE

REPLACED WITH A NEW 48 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL

#). EXISTING CONTROLLER "B" SHALL BE REPLACED WITH A NEW 24 STATION

CONTROLLER INSTALLED IN A STAINLESS STEEL PEDESTAL ENCLOSURE (SEE

LEGEND FOR MODEL #). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC

SHALL BE CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO

STARTING WORK.

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL

VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION

WITH OWNER'S AUTHORIZED

REPRESENTATIVE;

REFER TO LEGEND
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PROJECT

LOCATION

POINT OF CONNECTION;

REFER TO NOTE 'A'  AT RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

CONTROLLER "A" LOCATION;

REFER TO NOTE 'B' AT RIGHT

CONTROLLER "B" LOCATION;

REFER TO NOTE 'B' AT RIGHT

E M E R A L D  S T

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM

OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING

WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND

TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE

FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLERS "A" & "C"

SHALL BE REPLACED WITH NEW 24 STATION CONTROLLERS INSTALLED IN

STAINLESS STEEL PEDESTAL ENCLOSURES  (SEE LEGEND FOR MODEL #).

EXISTING CONTROLLER "B" SHALL BE REPLACED WITH A NEW 24 STATION

CONTROLLER INSTALLED IN A STAINLESS STEEL WALL MOUNTED ENCLOSURE

WITHIN BUILDING (SEE LEGEND FOR MODEL #).  FINAL LOCATION OF

CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED

OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM

THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT

WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE

OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT

LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

CONTROLLER "C" LOCATION;

REFER TO NOTE 'B' AT RIGHT
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PROJECT

LOCATION

CONTROLLER "A" LOCATION;

REFER TO NOTE 'B' AT RIGHT
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POINT OF CONNECTION;

REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND MADE

A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED OUT BY

THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE

WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT

WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL

RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT LEAST

ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. HYDROMETERS SHALL BE 2" IN SIZE AND BE INSTALLED

UPSTREAM OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR

TO STARTING WORK.  IF ANY OF THE POC INFORMATION SHOWN ON THESE

DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION

GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND

IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE

OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLERS "A" & "B"

SHALL BE REPLACED WITH NEW 24 STATION CONTROLLERS INSTALLED IN

STAINLESS STEEL  WALL MOUNTED ENCLOSURES WITHIN BUILDINGS (SEE

LEGEND FOR MODEL #).  FINAL LOCATION OF CONTROLLER AND ELECTRICAL

POC SHALL BE CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE

PRIOR TO STARTING WORK.

N

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

CONTROLLER "B" LOCATION;

REFER TO NOTE 'B' AT RIGHT

POINT OF CONNECTION;

REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION



NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

CONNECTION. MASTER VALVE SHALL BE INSTALLED UPSTREAM OF FIRST RCV.  VERIFY

THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING WORK.  IF ANY OF THE POC

INFORMATION SHOWN ON THESE DRAWING IS FOUND TO BE DIFFERENT THAN THE

ACTUAL POC INFORMATION GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE

LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE OWNER'S

AUTHORIZED REPRESENTATIVE.

CONTROLLER "A":

-CONTRACTOR SHALL REMOVE THE TWO (2) EXISTING CONTROLLERS WITHIN THE

BUILDING AND REPLACE WITH A SINGLE NEW CONTROLLER "A". CONTROLLER "A" SHALL

BE 48 STATION CONTROLLER INSTALLED IN STAINLESS STEEL WALL MOUNTED

ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL #).

CONTROLLER "B":

-REMOVE THE ONE (1) EXISTING CONTROLLER WITHIN THE BUILDING AND REPLACE

WITH CONTROLLER "B". CONTROLLER "B" SHALL BE A NEW 24 STATION CONTROLLER

INSTALLED IN A STAINLESS STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE

LEGEND FOR MODEL #).

CONTROLLER "C":

-REMOVE THE ONE (1) EXISTING CONTROLLER INSTALLED WITHIN A STAINLESS STEEL

PEDESTAL ENCLOSURE AND REPLACE WITH CONTROLLER "C". CONTROLLER "C" SHALL

BE A 24 STATION CONTROLLER INSTALLED WITHIN A STAINLESS STEEL PEDESTAL

ENCLOSURE (SEE LEGEND FOR MODEL #).

CONTROLLER "D":

-REMOVE THE ONE (1) EXISTING CONTROLLER WITHIN THE BUILDING AND REPLACE

WITH CONTROLLER "D". CONTROLLER "D" SHALL BE A NEW 24 STATION CONTROLLER

INSTALLED IN A STAINLESS STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE

LEGEND FOR MODEL #).

CONTROLLER "E":

-REMOVE THE ONE (1) EXISTING WALL MOUNTED CONTROLLER AND REPLACE WITH

CONTROLLER "E". CONTROLLER "E" SHALL BE A NEW 24 STATION CONTROLLER

INSTALLED IN A STAINLESS STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE

LEGEND FOR MODEL #).

FINAL LOCATION OF CONTROLLER(s) AND ELECTRICAL POC(s) SHALL BE CONFIRMED

WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR

RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND

MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED

OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE

ONLY.  ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL

PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM

THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC.  ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR

DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE

PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT

WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE

OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.

CONTRACTOR SHALL BE  RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND

STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF

THE PIPE CARRIED. SEE LEGEND FOR TYPE.  ALL WIRE UNDER PAVED AREAS TO BE

INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.

ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING

DETAILS.  SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE

CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.

SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT

LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH

MANUFACTURER SPECIFICATIONS.

IRRIGATION  NOTES

N

IRRIGATION PLAN

SCALE: 1/64" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING

CONDITIONS PRIOR TO BIDDING

A
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POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

CONTROLLER "A" LOCATION;

REFER TO NOTE 'B' BELOW

CONTROLLER "B" LOCATION;

REFER TO NOTE 'B' BELOW

CONTROLLER "C" LOCATION;

REFER TO NOTE 'B' BELOW

CONTROLLERS "D" LOCATION;

REFER TO NOTE 'B' BELOW
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POINT OF CONNECTION;

REFER TO NOTE 'A' BELOW

CONTROLLER "E" LOCATION;

REFER TO NOTE 'B' BELOW

WIRE HYDROMETER TO

NEAREST EXISTING REMOTE

CONTROL VALVE (RCV) PER

MANUFACTURERS

RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION

WITH OWNER'S AUTHORIZED

REPRESENTATIVE;

REFER TO LEGEND
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